DC Axial-Flow Fan

* General Specification(— % #4& )
vr Material:Frame And Lmpeller:Thermal Plastic UL 94V-0
vr Lead Wires:UL Type
RED Wire Positive(+)
BLACK Wire Negative(-)
7z Insulation Resistance:10MQ Or Over With a
DC250V Megger
7 Dielectric Withstand Voltage:AC500V 1S
ir Allowable Ambient Temperature Range:
-10°C ~ +70°C(Operation)
-40°C ~ +70°C(Storage)

* Dimensions Drawing(5M 3% & ) * Characteristic Curves(434 #h 2 )
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* Specifications(¥14& )
. Rated | Operation Input : Static Niose .
Model Bearing| yojtage | Voltage Cu:{ent power SRpFeJ:‘Id AEEEW Pressure | Level | Weight
System (V) (V) (A) (W) ( ) | ( ) (mm-H20), (dB-A) (9)
@) | (M) | (BF) |(REEE)| (8% | %) | @G5 | (RB) | B | (8D | (@)
YB056015HS 0.35 175 | 3500 3.60 10.02 35.50 35
————— bleeve 5 45~55
YB0560156MS | 0.12 060 | 2800 3.00 7.92 28.20 35
YB126015HS 0.20 240 | 3500 3.60 10.02 33.50 35
—— | Sleeve| 12 [108~132
YB126015MS | 0.16 192 | 2800 3.00 7.92 2820 | 35
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