80x80x25mm

* Dimensions Drawing(5M 31 E )

AC Axial-Flow Fan

* General Specification(— & #1g& )

¥r Material: Lmpeller:Thermal Plastic UL 94V-0
Frame:Aluminium Alloy

¥rLead Wires:UL Type

#r Motor Protection:Lmpedance Protected

¢ Insulation Resistance:10M Q Or Over With a

DC500V Megger

7 Dielectric Strength:AC1500V 0.5mA 1S

ir Allowable Ambient Temperature Range:
—10°C ~ +70°C(Operation)
—-30°C ~ +85°C(Storage)
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Air Flow (CFM)
* Specifications(¥14& )
. Rated Input ; Static I Niose :
o Bearing Voltage Freq. | Current power Speed | Air Flow Pracsuie | Lavel Weight
System (V} (HZ) (A) (W) (RPM} (CFM) (m m— H20)j {d B— A} (g)
®S) | o) (RE) | GRE)| (BE) | %) | (RE) | (RB) | B | (RE) | (&)
YA18025HSL | Sleeve| 110 | 50/60 [0.13/0.11| 12/95 | 2450/2900 | 17/21 1719 |282/33| 230
YA18025HBL | Ball 110 50/60 |0.13/0.11| 12/95 | 2550/3000 | 18/22 | 1.78/2.0 | 28.2/33 | 230
YA28025HSL | Sleeve| 220 50/60 |0.09/0.08|15.5/12.5| 2450/2900 | 17/21 1719 | 282/33| 230
YA28025HBL | Ball 220 50/60 | 0.09/0.08|15.5/12.6 | 2550/3000 | 18/22 | 1.78/2.0 | 28.2/33| 230
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